Proven Safety and Comfort for the Crew

Based upon Liberty, Sounder or RAIV hulls, our Pilot Boats are built to safely convey pilots to and from a range of vessels in

varied sea conditions, from either rooftop or bow, propelled by outboard, diesel or diesel waterjet engines.

USES

Pilot Boat ¢ Crew Transport

CABIN CONFIGURATIONS

Our standard pilot boat cabin design is time-tested to suit the needs of crew and pilots.

However, if you have special needs for your cabin, please ask.

POWER OPTIONS

Inboard Jet (gas or diesel), Inboard Traditional Drive Shaft, Stern Drives, Outboards

To discuss options for this boat please call us at 1-800-413-6351.

PILOT
SPECIFICATIONS

LENGTH

BEAM

SIDE HEIGHT
FENDER HEIGHT
DEADRISE

10' BEAM

33'(10.1m)
10" (3.0m)
33"(0.8m)
17" (0.4m)

24°

12’ BEAM

38" (11.6m)-42'(12.8M)
12'(3.7m)
44" (1.1m)
20" (0.5m)

20°

13’ BEAM

43'(13.1m)
IBAEIOm)
44" (1.1m)
20" (0.5m)

20°

16’ BEAM

52'(15.8m)

16" (4.8m)
50" (1.2m)
28" (0.7m)

18°




